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A WARNING: Use of CTC Controllers and software is to be done only by
experienced and qualified personnel who are responsible for the application and use
of control equipment like the CTC controllers. These individuas must satisfy
themselves that al necessary steps have been taken to assure that each application
and use meets all performance and safety requirements, including any applicable
laws, regulations, codes and/or standards. The information in this document is given
as a general guide and all examples are for illustrative purposes only and are not
intended for use in the actual application of CTC product. CTC products are not
designed, sold, or marketed for use in any particular application or installation; this
responsibility resides solely with the user. CTC does not assume any responsibility or
liability, intellectual or otherwise for the use of CTC products.

The information in this document is subject to change without notice. The software
described in this document is provided under license agreement and may be used and
copied only in accordance with the terms of the license agreement. The information,
drawings, and illustrations contained herein are the property of Control Technology
Corporation. No part of this manual may be reproduced or distributed by any means,
electronic or mechanical, for any purpose other than the purchaser’ s personal use, without
the express written consent of Control Technology Corporation.
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1.0 Overview

NOTE: This manual is only required if a controller will not powerup and FTP
connections can not be made! The bootloader can always be replaced using FTP if
the controller isoperating normally.

Should a problem ever occur during the reflash operation of the controller it may be
necessary to fully replace all Monitor/Bootloader and Quickstep firmware as is done
initially at the factory. This could occur if power is cycled during a reflash operation.
When this occurs the program flash chip is fully erased and only partially updated.
Although this should never occur, it is Murphy’s Law that power may be lost during
re-flashing, hence this manual. This manual will direct you as to how to initialy load
a Monitor/Bootloader and Quickstep firmware.

1.1 Firmware Distribution

The files for updating a controller, both monitor and main board Quickstep firmware
are distributed in a zip file called 5100Fullinstall.zip. To install this create a vbload
subdirectory on one of your hard disks and extract this file to that location. The
following files will be present:

Sh2boot.exe vbload program, to install bootloader in controller
5102.mon Monitor/Bootloader firmware for internal CPU loading
5102.sub Typefile for vbload program

BF5100###H##.sr1  Quickstep firmware for CPU and external flash where
H#HHHHH# is the revision number. LAN5102.sr1 may be
used instead if present. Thisisthe sametype of file, its
name simply does not include revision information.

Notee CTCMON V2.8 must be installed on the computer for proper operation. It's
communications DLL is required.
2.0 Installation Procedure

2.1 Invoking Program

At a DOS prompt or if a shortcut was made, invoke the sh2boot.exe program. The
following will appear:
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+BHE Bool Loader
- Post [ Basdrale Haidsaie Tppeis
~ COMY © COMZ 1 COM3 &= 3600 © 1300 O 35400 | 3 i
1

Dipechay Applicatsen File: Heload

[ Biowig.., | [T 5 bins Bigwse,, | [

I
|
y-|

On the controller, turn the unit off and move the W1 jumper to PROC position, pin
closest to the communications connectors should now be vacant. Power the unit up
and the POWER LED should be lit and FAULT LED dim. Make sure COM1 of the
controller is connected to the serial port on your PC.

Before (normal operation):

W1 W7

After (PROC position, loading bootloader):
Wi W2

It is important to do the following in sequence otherwise the application file will not
load properly. The full update will take about 15 minutes:

1. Using the Directory Browse button, select the 5102.mon file.
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Prost: | Beudas Hardware T ppe:
G CONI € COMZ € COMY & 3600 13m0 ¢ 3m | = i
Deciomg Application File: Aedoad
I tvhiad gt [C'ihoed Brewen | [
Il
-
=

SHE Bool Loaier

~ Pl 1 Baushaie Hardvwesse Tppe.
FOCONI ©COMZ ©COM RN OO C oo =] i
iy Agpdication Fi: Ruloed
[t bicad (Browee_] [ tiosd Boowee_| T
|
=
Losk i | vbicas = +«BkM-
55@.&
My E_"'r:"":c' Fie nawm {5102 rmen = | Dpen |
l_' Files ol ypes: [Heathan Flea =] il
iy Hsteak: P = | g
d =
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2. Select the“Hardware Type” to be 5102, if not already set.

SHZ Doot Lopdes

- Ponl |B|!.|I:I'|!:ﬂ
& OO COM2  F D0W3 OS] T 150 © 0D
! 1

Dby Applesaien File:

JC-vetioad Browse... | [L . ticat
I

1 Hardware Twpes Fownd
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3. Select the“Application File” LAN5102.sr1 or BFS100###HH#HE.sr 1 (Where #iHHH
istherevision level of the firmware) using the Application file Browse button.

- Pat [ Birakidn Hasdwan Type:
& COM1 ™ COK2 leﬁm L E i (] |5|[|_g ;I
Dinzclary Applicalion il Fload ‘
[ vtkoad [Brewee_] L zioza ﬁ* L
I
1 Harduare Types Found k]
=
SHZ Bool Loader
- Pl [ Banschaie Hardwase Type
T COM & O0M2 rmualﬂmm 1500 ¢ 00 |5||:|:.- :l
Disecluiy Agplization Fi. Fulosd ﬁ
Jiwbiged Boowee | [biead (Beomse. ] T
I
= |
Lok | vhhoad = & cF -
Hidiip Tiiepe:ljl;t::
(1]
Diktag
My Concuter QAR farstnz et = [gen
.F: > Fibez ol tppn [5R Fies [0 =] Cancel
bt Rzt k. F. I Do brav,
a5
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Fual | Edubine Haidmaie Tppe:

|-IF'DIIH1I"'E[I'«E © COME = e i © i |5-|r|;- ﬂ i

Dincxtuy Applicatinn File. Al

[Crvvtinaa Browsn... | [Civbload LANST o [Browss.]

I

1 Hardware Types Found =]

I
|
o
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2.2 Starting Download

With the controller powered on press the big button with the blue down arrow:

Pt | Beuchain Hardvessn Type:
i* COWI  COMz2 -I'IIIHJI-FIII 1500 © o300 (g = I
Dnchoy Apphcahion Die:
[ totieacd Binwse.. | [ vbload LAHSI0Z =1 flauimaas
I
1 Hardware Types found =l
=
To initiate the transfer press the OK button, ignore the comment about COM2.
T . | (=]
+ Foit | Beiskms e st 1 pps
= COel ¢ e r*n:nnalmm CovEm C e | (s =|
v st b Buppldie align Fde Fedoad
[Cetanad Beowse. | [Cutostiamical  Brosse | |
@sDd bytes Loaded at OxFFFFF&O0 =l
Losding boot File

St Cowd Lk b Bt positions, Connesdt o DOME, Apoily Possy o Coed

[ =1
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After initial loading a prompt for Serial number and Ethernet Address will appear. The
Ethernet Address is really the MAC Address. Use the serial number from the bar-coded
label on the main board. It will appear something like SN100-52801, use the numeric

portiononly:
SH Bool Loader
Prat | Brasdrate Hmdvwsre Tepe:
FOCOWY ™ COM2 @ COM2 & 5500 13230 R0 [51|'|_.-' 3
1 ‘
[wechay Applcation File: Malnesd
| BT lllllllll-..-|['_"..-|;.|.o.a.;u_.f.r-|:.1u_':r Irl:lllu...l ™
|
B0 byles Loaded ab D00 =]
padling Momiter File

Tramsfering control to Losder
tending Hookloader

onmecting ...

IR ® bytes loaded at BxFFFFFDO®
nading hoot File

=
After entering the Serial Number you are prompted for the Ethernet Address (MAC):

(]

| Part | Bmarksie Hardwain Typa:

_ﬂmrmnz r‘n:malﬂm EN0 B |q-r|_;- d I

Dumcimy Applicatinn File Fnlzail

[ Biomen.. | [Cvbiood LARS I &1 Browss. |

|

=0 ¥ dh 0 =]
BxPFI0 bytes loaded sl Bxip@

Loading Honitor File

IransFering control te leader
Sending Bootlosder

Connecting ...

bl B bybtes losded at @xFFFFF @00

Leading boot File
Erin Ellwavesl Selchest
Cocel

[
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The monitor will initially load, execute and then the application is loaded, taking
about 15 minutes. When finished the following will appear. Although the controller
is now operational, please move the jumper back to the origina position (W1-run)

and cycle power.
GH? Baal Losadss
Foit 1 Bsdale Handmars Tppe
™ COW1 — COM2  DOM3 1 9800 ™ 13300 38400 Bz j
1
e T Agple alien File: Radoad ‘
R Heowe... | T LN EET) Biosse... | [

gdsn@nNAN-ite Hook NDOEIFFFO: DODODEDDD DOLSEddT B23Ia6FTh DSKO@0NE Int. Flash Do
ata at BOuSddd3

mory 3 data For LAHSG2 .ord

learimg Flash freom @BMFFF@ Length ASDASGEI @ Successfil

Internal Flash Specified

1ear Bont

Slearismg Flash feom @8WCBINE Length a@i1Sang e

learimg Flash from @BSW@EN0@ Lengih 080 @a0E 0

learimg Flash from SSISE0@ Lengbh D@01@a00 0

learimg Flash from BSZSH0@ Lengbh D@018E00 0 _
learimg Flash from B0 @O0@ Lengbh D@01@a00 0

legrimg Flash from B@k0e B0@ Lengbh D@EOZE00 DE

learimg Flash from BBs0cO0@ Length D@00ZO00 O

learimg Flash from B8kBa00@ Lengkh D@0OZB00 DX

learimg Flash from BB0HO08 Length D@00Z000 OX

learimg Flash from 806002 Length OBO0ZO00 0K

learimg Flash from @B&O0600@ Lengbh O@DOZ@00 0%

learimg Flash from @8LE200@ Length DSOOZO00 0K

learimg Flash from 0BL0S00@ Length OSOOZ800 0K

gm at SBEOBNE® to A@ASdddE, Boot at BORIFFFE

moriy 2 data For LE&HS102 &0

Boat 1ength DASARETD _=|

2.3 Completion

Using the seria port and CTCMON, the IP address information will have to be re-
entered if DHCP is not being used (registers 20048... remember to write a 1 to the
20096 register for changes to take effect), cycle power once again. Now update the
communications processor and any analog or motion modules with their proper
firmware, via ftp and telnet if required. Detailed instructions for this may be found in
the Model 5100 Remote Administration Guide (Document 951-510001).
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